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Designated Use 

The transmitter module may only be used to 
operate ELDAT radio controls! 

 
The manufacturer does not assume any 
liability for damage caused as a result of 
improper or non-designated use! 
 
Model 

RTXM02-33:    433.92 MHz  
 
Connecting 

• Power supply: +V, GND 
• Channels: CH... (low-active), GND 

 
Specifications 

Power supply: 6-12V DC 
Current input: < 20mA 
Frequency:  433.92 MHz  

 
Channels:  4 (low-active) 
Transmission range: approx. 30 m 
Temperature range: -20°C ... +60°C 
 
Warrenty 

Within the statutory warranty period we 
undertake to rectify free of charge by repair or 
replacement any product defects arising from 
material or production faults. 
Any non-authorized alterations or modifica-
tions to the product shall render this warranty 
null and void. 
 
Conformity 

This product complies with the 
essential requirements of the R&TTE 
directive 1999/5/EG. 

 

For use in: EU/CH/FL/IS/N 

 
The Declaration of Conformity is available on 
the Internet at: www.eldat.de. 
 
Customer Service 

If a fault should occur despite using the device 
in the correct manner, or if the device has 
been damaged, please return it with details of 
the problem, defect or damage to: 
ELDAT GmbH 
Im Gewerbepark 14 
15711 Zeesen/Germany 
Phone: + 49 (0) 33 75 / 90 37-0 
Telefax: + 49 (0) 33 75 / 90 37-90 
Internet: www.eldat.de 
e-Mail: info@eldat.de 
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